
FEATURES 
Solenoid Control Valve  

dual-port valve manifold 
Wide Supply Gas Range 

15 psi to maximum 100 psi 
3-Way Latched Control 

100 ms OFF/ON Latch Pulse 
Low Power Requirement 

4.5 Vdc to 6.0 Vdc 
Environmentally Sealed 

Epoxy Encapsulated Coil 
Long Connection Wires 

12” (305mm) #22 AWG wire 
Compact Size 

1.7”L x 1.0”W x 1.0”H 
(43.2 x 24.5 x 25.4) mm 

Manufactured Exclusively 
for OKC Products, Inc. 

mLatch™ employs a magnetic 
latching mechanism to hold the 
valve in either a latched (ON) or 
unlatched (OFF) position without 
requiring continuous power. This 
field proven design is perfect for 
remote, battery operated oil & gas 
wellhead, chemical injection and 
pipeline controllers.  
 
Features a small, compact  size 
and an encapsulated coil with 
12” (305 mm) color coded #22 
AWG hook-up wires. 

Metal parts are 303 SS with Nitrile 
rubber seals for excellent gas and 
liquid corrosion resistance. 

The mLatch™ Valve’s extended 
pressure range (15 to 100 psi) is 
the perfect choice for a wide range 
of remote control applications. 

Low power (4.5-6.0 Vdc) pulsed 
latching provides an intrinsically 
safe component for use in Class I 
Division I Hazardous Locations. 

Availability  is a necessity when 
production schedules are tight. 
Rising costs and long delivery 
times, mLatch™ provides a relia-
ble, cost effective control valve 
supply chain solution. 
 
A quality product at a reasonable 
price. Call to learn more about the 
mLatch™ Valve solution, in-stock  
availability and discount pricing. 
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mLatch™ 3-Way Dual-Port Latching Solenoid Valve. 
    Compact size, Low Voltage and Low Power. 

 Mechanical 
 Weight 0.25 lbs (0.12 kg) 

  Shipping 0.3 lbs (0.14 kg) 
  
 Dimensions 1.7L x 1.0W x 1.0H in 
   43L x 25W x 26H mm 
 
 Shipping Box 2.5W x 1.8H x 1.8D in 
   64W x 46H x 46D mm 

 Electrical  
 Voltage 4.5 Vdc to 6.0 Vdc 
 
 OFF Pulse Green - Black Leads 
   100ms @ 1.5A  
       
 ON Pulse Red - Black Leads 
   100ms @ 0.8A 
 
Wire Leads Green - Black – Red 
   12” (305mm) Length 
   Insulated #22 AWG 

 Armature / Plunger 
 Material Hexagonal 
   303 Stainless Steel 
 
 Seals  Top and Bottom 
   Nitrile Rubber (NBR) 

 
Armature Shell  
 Material 303 Stainless Steel 
 
 O-Ring Nitrile Rubber (NBR) 
 
Coil 
Construction Epoxy Encapsulated 
   with Internal Diodes 
 
Resistance Green - Black 3.3 Ohms 
   Red     - Black  6.09 Ohms 
 
Inductance Green - Black 10.2 mH 
   Red     - Black    5.0 mH 

Flow Through 
Orifice  1/16” x 1/16” 
 
Pressure Minimum    15 psi 
   Maximum 100 psi 
 
Gas  Use clean, dry, filtered 
   supply gas. 

Pulse Note … 
Latch and Unlatch pulse length may vary 

depending upon the power supply 
voltage and its source impedance. 

 

Specifications  

mLatch™ Valve 


